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The pellet encapsulating agent.
POLICAP® is a product specially developed to avoid exudation (oil leakage) in 
high-energy pellets and extruded used in the aquaculture and shrimp industry.

POLICAP® Covers homogeneously the pellet or extruded, sealing the pores and 
avoiding, simultaneously, the loss of oil and oxidation, fundamental factors at the 
moment of choosing a food.

 

POLICAP®

 
 

 

Aspect

Melting point   º C 

lodine Value (g I2/100g)

Free Fatty Acids (%)

Gardner Color 

Flakes / Micro granules

 ≥  56

≤  10

Max. 1,0

Max. 7

Visual

AOCS Cc 1 - 25

AOCS Cd 1 - 25

AOCS Ca 5a - 40

AOCS Td1 a - 64

Product in flakes 
or microgranules 
in sacks of 25 kg.

The application of 
POLICAP® is 

recommended in the 
pre-mixing stage or in 

the pellet greasing 
stage. The application 

temperature should not 
be less than 65ºC.

The dosage is directly 
related to oil content,

however,
1% to 2.5% 

of oil content is 
recommended.

Duration of 24 months, 
from the date of 

elaboration, under the 
indicated storage 
conditions, that is, 

closed packaging stored 
in a fresh, dry place and 

protected from light.
Avoid exposure above 

45/50ºC during storage.

Marine and/or 
vegetable saturated 
fractions treated and 

stabilized.
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